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Hydraulic Booster • Pmax:50kg/cm2 Hydraulic Booster 2013 NEW PRODUCT

•

• MC
HB

Product Introduction 
• A hydraulic sequential valve is attached to the structure of this unit.  When operating, it

may oil to cylinder and makes it be at the dual pressure and let the sequential valve act,
and then it will provide multiple boosting pressure.

• It's  fit for hydraulic special purpose machine and MC clamp in low pressure circuit,  It
needs a solenoid valve installed in the circuit, and then it will be able to operate HB
super-charger.  The  super-charger may be converted automatically from low oil-
pressure to high oil-pressure and obtain a high pressure clamping.

AB

P

C B

A

Ø
D

15

E1

F1
E

2

F2

H
Ø

K

Ø
M

13N2-PT1/4

P
T1

/4

PT

F3

SV

4-M6x1.0

F2

M
ax

.2
1

M6x1.0

L

A'

PT1/4

M6 L mm

Start Pressure

Pressure set at 30kg/cm2 btfor shipment

kg/cm2

7

20

6

25

5

30

4

35

3

40

2

45

1

50

30kg/cm2

M6 Length  L

A 

P 

B 

T 
P A 

A 

B 

P 

A' 

50kg/cm2

Max. operation pressure 

50kg/cm2

Max. operation pressure 

Circuit diagram

SV Adjustment reference for
sv sequence valve

Operation pressure range 30-200 kg/cm2

Boost pressure rate 3.2

High pressure output 25 cc

Line type HB-3.2 x 25

Manifold type HB-M3.2 x 25

HB - M3.5 x 15
HB - M5 x 10
HB - M9 x 6

Manifold type

HB 油壓增壓缸
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