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HBC HBC 
Hydraulic Block Cylinder • Bore:ø16-ø40mm  • Pmax:500kg/cm2Hydraulic Block Cylinder • Bore:ø16-ø40mm  • Pmax:500kg/cm2
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G3

Rod side manifold
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Acting type D

MA
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LM

Double-acting

Standard stroke Refer to the dimensional table 

1 2 3 4

HBC MA 25 D 20

5

•

•

Product in troduction 
•

• Axial and side mounting type. Choice of single and double acting. 

Clamping force

Dimensional table

Order Code 1

2

3

4

HBCSeries

ø16. ø25. ø32. ø40
Bore of cylinder 

S Single-acting
Acting type D Double-acting

Standard stroke Refer to the dimensional table 

Operation pressure kg/cm2

Bore Piston-rod Pressure area(cm2)
100 500of cylinder (mm)

(mm)

1 2 3 4

HBC 25 D 20

本系列油壓缸為德規尺寸，高質量油封保證耐壓，標準化規格互換性高。

This series of hydraulic cylinders are of German size, high-quality 
oil seals ensure pressure resistance, and standardized 
specifications are highly interchangeable.

Short stroke

MA    Rod side manifold

MB    Bottom side manifold

SM    Short stroke manifold LM    Long stroke manifold

Long stroke
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F2: Pull in
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Long stroke manifold

Double acting with manifold Line type Single acting / Double acting
Line 配管式 單動/複動 複動油路板型
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